
scan

Work Order: Date:
Project: Temperature:

Job Site: Humidity:
Serial Number: Tested by: Kyle Holgate

EUT: SLCD 43
Configuration: Unknown

Reach Technology Inc.
Attendees: Steve Bierut, John Bierut

110VAC/60Hz

Test Specifications Class A Test Method

Run # 15 Test Distance (m) 5 Antenna Height(s) Results
EN 55022 (Amds. A1:2000 A2:2003) Class B

Freq Amplitude Preamp Antenna Height Transducer Cable
External

Attenuation

Polarity/
Transducer

Type Detector
Distance

Adjustment Adjusted Spec. Limit
Compared to 

Spec.
(MHz) (dBuV) (dB) (meters) (dB) (dB) (dB) (dB) (dBuV/m) (dBuV/m) (dB)

144.752 50.6 21.5 1.0 12.0 1.4 0.0 Vert PK -6.0 36.5 43.5 -7.0
137.173 50.3 21.6 1.2 12.3 1.3 0.0 Vert PK -6.0 36.3 43.5 -7.2
104.133 51.7 21.6 1.2 9.9 1.1 0.0 Vert PK -6.0 35.1 43.5 -8.4
47.290 42.3 21.6 1.2 14.0 0.7 0.0 Vert PK -6.0 29.4 39.0 -9.6

125.922 48.3 21.6 1.0 11.9 1.2 0.0 Vert PK -6.0 33.8 43.5 -9.7
34.618 35.9 21.6 1.2 20.1 0.6 0.0 Vert PK -6.0 29.0 39.0 -10.0

178.857 49.2 21.5 1.0 9.8 1.6 0.0 Vert PK -6.0 33.1 43.5 -10.4
143.212 47.0 21.5 3.0 12.1 1.4 0.0 Horz PK -6.0 33.0 43.5 -10.5
150.791 47.1 21.5 1.2 11.9 1.4 0.0 Vert PK -6.0 32.9 43.5 -10.6
136.225 46.8 21.6 3.0 12.3 1.3 0.0 Horz PK -6.0 32.8 43.5 -10.7
182.647 49.0 21.5 1.0 9.7 1.6 0.0 Vert PK -6.0 32.8 43.5 -10.7
141.909 46.6 21.5 3.0 12.2 1.4 0.0 Horz PK -6.0 32.6 43.5 -10.9
120.949 47.3 21.6 1.5 11.5 1.2 0.0 Vert PK -6.0 32.4 43.5 -11.1
185.726 48.7 21.5 1.0 9.6 1.7 0.0 Vert PK -6.0 32.4 43.5 -11.1
168.910 48.0 21.5 1.0 10.4 1.5 0.0 Vert PK -6.0 32.4 43.5 -11.1
178.028 48.4 21.5 1.0 9.9 1.6 0.0 Vert PK -6.0 32.4 43.5 -11.1
190.936 48.5 21.5 1.2 9.6 1.7 0.0 Vert PK -6.0 32.3 43.5 -11.2
184.068 48.5 21.5 1.2 9.6 1.6 0.0 Vert PK -6.0 32.2 43.5 -11.3
136.936 46.1 21.6 3.0 12.3 1.3 0.0 Horz PK -6.0 32.1 43.5 -11.4
111.949 47.4 21.6 1.2 10.8 1.1 0.0 Vert PK -6.0 31.7 43.5 -11.8

PSA-ESCI 2011.09.01

PSA-ESCI Version 2011.06.23

RADIATED EMISSIONS

EV01 46% RH
Unknown Barometric Pres.: 1016.2 mbar

REAC0007 09/21/11
None 23 °C

Customer:

FCC 15.109:2011 ANSI C63.4:2003

EUT Power:

Operating Mode:

Deviations:

Comments:
None

None

None

1,  1.2,  1.5,  1.8,  3 (m) Pass

0

10

20

30

40

50

60

70

80

10 100 1000

MHz

dB
uV

/m


